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DeutschDeutschDeutschDeutsch
Demontieren Sie die Frontblende, indem Sie die  vier Inbusschrauben
lösen.  Entfernen  Sie  zuerst  links  an  den  äußeren  Ecken  die
Abstandsbolzen, legen Sie jeweils  eine der kleineren Unterlegscheiben
unter und montieren Sie die Bolzen wieder. Legen Sie wiederum auf der
rechten  Seite  jeweils  eine  Unterlegscheibe  obenobenobenoben auf  die  Kunststoff-
Unterlegscheiben. Nehmen Sie die Metallkappen der Taster ab, legen
Sie jeweils eine der größeren Unterlegscheiben auf und montieren Sie
wieder die Taster. Lösen Sie die Schutzfolie vom Glas und legen Sie es
auf das Display. Montieren Sie zuletzt wieder die Frontblende.

EnglishEnglishEnglishEnglish
Remove the front cover by unfastening the four Allen screws. Take off
the spacing bolts on the left at the outer corners first, apply one of the
smaller washers and mount the bolts again. On the right side put one
washer on topon topon topon top of the washers made of plastic. Remove the metal caps
of the buttons, apply one of the larger washers and put back the metal
caps again. Remove the protective foil of the glass and put it on the
display. As last step remount the front cover again.
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